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* * * * *

RADIOTELEPHONY

§ 80.365 Scope. 

The following sections describe the 
carrier frequencies and general condi-
tions of use for the following types of 
radiotelephony:

—Distress, urgency, safety, call and reply. 
—Working. 
—Public. 
—Private.

§ 80.367 General uses—radiotelephony. 

(a) Ship stations communicating 
with foreign coast stations may oper-
ate on any frequency designated by 
that coast station. 

(b) Radiotelephony stations commu-
nicating with a Government station 
may transmit on a Government fre-
quency when authorized to do so by the 
Government station or agency if the 
emission, bandwidth and frequency tol-
erance of the maritime station are 
within the same limits as the Govern-
ment station. 

(c) Frequencies assigned to Govern-
ment radio stations are assignable to 
non-Government maritime stations for 
radiotelephony communications with 
other non-Government stations in con-
nection with activities performed in 
coordination with or on behalf of the 
Government. 

(d) Frequencies in the 2000–27500 kHz 
band will be authorized only to ship 
stations that in addition are author-
ized to use frequencies in the 156–162 
MHz band. 

(e) Frequencies in the 2000–2850 kHz 
band will be authorized to private 
coast stations that in addition are au-
thorized to use frequencies in the 156–
162 MHz band. 

(f) Ship and coast stations authorized 
to use frequencies in both the 2000–
27500 kHz and 156–162 MHz bands must 
not use frequencies in the 2000–27500 
kHz band for communications with any 
other station which is within the VHF 
service range. 

(g) Coast and ship station radio-
telephone working frequencies are 
available for DSC general purpose call-
ing under the provisions of § 80.207(a). 

(h) Digital selective calling tech-
niques are not authorized on the fre-
quencies 2182 kHz or 156.800 MHz.

§ 80.369 Distress, urgency, safety, call 
and reply frequencies. 

This section describes the general 
uses and frequencies assignable to mar-
itime stations for distress, urgency, 
safety, call and reply radiotelephony 
communications. 

(a) In the 1605–3500 kHz band, the fre-
quency 2182 is an international 
radiotelephony distress, urgency and 
safety frequency for ship stations, pub-
lic and private coast stations, and sur-
vival craft stations. It is also used for 
call and reply by ship stations on a pri-
mary basis and by public coast stations 
on a secondary basis. The carrier fre-
quency 2191 kHz may be used as a sup-
plementary calling frequency in areas 
of heavy usage of 2182 kHz. All stations 
must use J3E emission when operating 
on 2182 and 2191 kHz, except that: 

(1) H3E emission may be used on 2182 
kHz for communications with foreign 
coast and ship stations; or, 

(2) A3E emission may be used on 2182 
kHz by portable survival craft stations, 
or transmitters authorized for use 
prior to January 1, 1972. See § 80.203(c). 

(b) The frequencies 4125.0 kHz, 6215 
kHz, 8291 kHz, 12290 kHz, and 16420 kHz 
may be used by coast and ship stations 
on a simplex basis for distress and safe-
ty communications. The frequency 
4125.0 kHz may also be used for distress 
and safety communications between 
aircraft and maritime mobile stations. 

(c) The frequency 5167.5 kHz is avail-
able to any station for emergency com-
munications in the State of Alaska. 
Peak envelope power of stations oper-
ating on this frequency must not ex-
ceed 150 watts. This frequency may 
also be used by Alaska private fixed 
stations for calling and listening, but 
only for establishing communication. 

(d) In the 4000–27500 kHz band, the fol-
lowing coast frequencies are available 
for assignment to public coast stations 
for call and reply communications. The 
paired ship frequencies are available 
for use by authorized ship stations.
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